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one eighth inch

1'-6"d CONC. PAD, 4" THICK MIN. PROVIDE
COVER AS SPECIFIED AND ACCURATE

PAINTED NUMBERS (AS SPECIFIED AND APPROVED) ON OUTSIDE OF CRYPT LIDS AS WELL AS THE SWING TIE AS BUILT LOCATION
INSIDE CRYPT WALL; CONTRACTOR SHALL PAINT BOTH SETS OF THE NUMBERS ON THE CRYPT 1-6'0 |,
AFTER IT IS SET, INSPECTED AND APPROVED BY THE OWNER'S REPRESENTATIVE; NUMBERS MUST 4" MIN. TOPSOIL
BE STENCILED OR IF BY HAND, DEEMED LEGIBLE BY OWNER'S REPRESENTATIVE, SEE TYP. LAWN CRYPT CENTERED IN BOTH '
SPECIFICATIONS FOR ALL OTHER REQUIREMENTS INCLUDING MATERIALS AND PREPARATION. DIRECTIONS. BETWEEN PLOT GRID LINES VST
PAINT COLOR - BLACK. ’ , , 4 _— APPROVED BACKFILL
(MEASURED AT TOP OF CRYPT) WITHIN 4" PVC RISER, 45° 4
TOLERANCES AS IN SPECS. ELBOWS, & FLUSH 4
I T s T MOUNTED .
= = = = = = = = — = = = CLEANOUT PLUG &
/ NOTES =3
o) o) o) o) o) 0 >
EQ - EQ. N 1. CRYPT/ MONUMENT LAYOUT GENERAL NOTE: e
N () — e : : x ]
o ™ - O LAYOUT OF DOUBLE-DEPTH CRYPTS SHALL BE BASED ON THE LOCATIONAL DATA W —— PRE-CAST CONC. LAWN CRYPT
o o o o QN o > FOR THE GRAVESITE MONUMENTS PROVIDED ON SHEETS L-102, L-103, AND L-104. APPROVED BACKFILL /< <
THE ACTUAL PLACEMENT OF THE GRAVESITE MONUMENTS SHALL OCCUR AFTER
— — — — — — = — — — — | THE PLACEMENT OF ALL CRYPTS. TO ENSURE ACCURATE MONUMENT
PLACEMENT, CONTRACTOR SHALL HAND-EXCAVATE SUFFICIENT MATERIAL (IN
& o) é o) % o) o) THE PROXIMITY OF EACH MONUMENT) TO EXPOSE THE CRYPT LIDS. REPLACE
HEADSTONE FACE DI ALL EXCAVATED MATERIAL AFTER PLACEMENT OF MONUMENTS. MONUMENT 45° SWEEP
N O —DIRECTION (TYP) - © PLACEMENT SHALL BE BASED UPON THE ACTUAL INSTALLED CRYPT LOCATIONS. ELBOWS (2)
ocr)) o ocf)) o cél o ~ ANY DEVIATIONS (FROM THE PLANS) SHALL BE RECORDED ON THE RECORD
DRAWINGS. 6" MIN. ROCK OVEREXCAVATION | NCDOT #57 DRAINAGE STONE; SEE
I 2. MAINTAINING DEPTH OF COVER OVER ALL CRYPT LIDS IS CRITICAL: SPEC.
o IRRIGATION AISLE (30" CONTRACTOR SHALL PROVIDE THE MEANS AND METHODS (AS APPROVED BY
Ll GRAVESITE GRID MONUMENT; WIDTH @ PLOT LINE): BUMP OUT ON TYPICAL THE CO) TO VERIFY DEPTH OF COVER; DEFICIENCIES IN DEPTH SHALL BE 7 X/ PERFORATED PVC
F REFER TO GRAVESITE LAYOUT BACKFILL WITH COMPAGTED PERIMETER CRYPTS REMEDIED (TO THE SATISFACTION OF THE CO) PRIOR TO ACCEPTANCE OF 47/,1/ UNDERDRAIN. TYP
PLANS FOR LOCATION DATA CAN BE WITHIN THE CRYPT INSTALLATION . ’ .
. APPROVED GENERAL FILL ISLE '
L“ 3. REFER TO SPECIFICATIONS REGARDING ALLOWABLE TOLERANCES DURING NOTE:
! CRYPT PLACEMENT. UNLESS OTHERWISE NOTED AS A TIGHTER TOLERANCE, GEOTEXTILE FILTER FABRIC SHALL BE FERNCO REDUCER
THE CENTER POINT OF THE CRYPT AT THE TOP OF THE LID SHALL BE AT THE MIRAFI 180N OR APPROVED EQUAL.
& @] & O CQ) ®) é CENTER OF THE 3'X8' BURIAL PLOT WITH A MAX DEVIATION IN ANY DIRECTION OF GEOTEXTILE FILTER FABRIC
] " 1/ "'
© =3 | (@) () \ ©
(0@ AN N ~ 4. CONTRACTOR TO PROVIDE THE VA STANDARD LIFTING DEVICE FOR CRYPT LID
O ¢ o g 1° o O O REMOVAL TO THE VA, FURTHERMORE, CONTRACTOR SHALL ONLY USE THIS /0—7\ CRYPT UNDERDRAIN CLEANOUT
_ _ _ _ _ _ _u _ _ | _ | , DEVICE FOR REMOVING LIDS DURING CONSTRUCTION. REFER TO DETAIL C-510 NOT TO SCALE
- 1‘ : F4/C-510 ON THIS SHEET.
o o) o)
o(b * cf) & 8) 5. REFER TO SPECIFICATIONS REGARDING ALLOWABLE SHELF MATERIAL AND 4" MIN. TOPSOIL
| O | ®)) - O LOCATION WITHIN CRYPT. /[
J’ :o] Co'I g |0 :o'l o) o VKA A COMPACTED APPROVED BACKFILL
1'-3" BLAN VIEW L PERIMETER CRYPT, TYP. SEE SPEC; PERIMETER
- CRYPTS ARE THOSE THAT ARE SEPARATED ALONG
THEIR LONG SIDE BY MORE THAN THREE INCHES |— PRE-CAST CONC. LAWN CRYPT
LIFTING LUGS, TYP. FROM EACH OTHER OR ARE ON THE OUTSIDE ROW,
SEE F4/ C-510 SEE PLANS FOR LOCATIONS. (SINGLE WIDE)
GRIDLINE AS SHOWN ON
PLANS (3'-0" X 8'-0"
BURIAL PLOT AREA TYP.) STIFFENING
RIBS
/“cs "\ DOUBLE - DEPTH LAWN CRYPT INSTALLATION |
z | Z
C-510 NOT TO SCALE N E
=~—— NCDOT #57
R DRAINAGE STONE; SEE SPEC.
GEOTEXTILE FILTER FABRIC,
SEE SPECS.
NOTE: PERFORATED PVC PERIMETER PIPE
PLACE FILTER FABRIC WHERE (HOLES DOWN) SURROUNDED BY
GENERAL BACKFILL IS PLACED DRAINAGE STONE; REFER TO GRADING
OVER COMPACTED DRAINAGE AND DRAINAGE PLAN FOR ROUTING AND
STONE. GEOTEXTILE FILTER CONNECTION TO STORM SYSTEM
FABRIC SHALL BE MIRAFI 180N
OR APPROVED EQUAL. 6" MIN. ROCK OVEREXCAVATION
PLASTIC COVER (TO /5_7\ CRYPT PERIMETER UNDERDRAIN
PREVENT DIRT AND
WATER ENTRY) EQ. EQ C-510 NOT TO SCALE

|
A

—
L

212" 0

4" TOPSOIL
PRE-PLACED CRYPT I B
CONC. LID iR
o°§) oooeo <
< | %\
//f FILL LUG HOLE VOID

WITH PEA GRAVEL

OVEREXCAVATE AND PROVIDE 5' MIN. —/
DEPTH OF APPROVED BACKFILL

HOT-DIPPED GALVANIZED MATERIAL IN CASKET BURIAL AREA
STEEL ANCHOR PIN. MIN.

CAPACITY 0.98 TON EACH

F4 LIFTING LUG DETAIL 6" MINIMUM ROCK OVEREXCAVATION ——— T

C-510 NOT TO SCALE

COMPACTED SUBGRADE ——— "¢

/“¢7\ CASKET AREA DETAIL - SECTION 26

C-510 NOT TO SCALE
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